Status Machine Sc Code Machine Controller type Spindle motor speed Atc turret Other accessories

type model
STOCK |LATHE ME10010 52HTL MC |Fanuc OiMF Plus 15/18.5KW 12T SAUTER VDI40 * BAR CAPACITY (W/ HYD. CHUCK): 51MM * SPINDLE NOSE: A2-6 * TAILSTOCK QUILL DIA.:90MM
/4500RPM * POWER TURRET SAUTER 0.5.436.220, 12 STATIONS, VDI40 * FANUC CONTROLLER WITH 10.4”LCD
ADDITIONAL ACCESSORIES:

STOCK |LATHE ME11004 76HT Y MC |Fagor 8060 10.4" LCD [17/25kw /3000 12T Sauter Power Turret [C+Y axes / chip conveyor / bucket / HPPA10" tool setter / automatic parts catcher / preparation for bar feeder / oil skimmer DS-

RPM VDI40 3/ coolant through tool holder 20 bar / EMC/ safety module / hydraulic chuck 10” / heat exchanger / automatic front sliding
door / manufacture year : 2017
STOCK - |JVMC AXILE[ME09008 G6 Siemens 840D 15" 20000 RPM / 25/40 |60T HSK-A63 CONTROLLER = SIEMENS 840 DSL, TILTING AXIS A = +120/-120 DEGREE, TORARY AXIS C = 360 DEGREE, T-SLOTS = 7X80 MM
5x KW SIEMENS KINEMATIC OPT. (6FC5800-0AP18-0YBO), 3 AXIS LINEAR SCALE, OIL SKIMMER, LASER TOOL SETTER NT-A3 (SINGLE
TYPE) WORKPIECE PROBE TS-740+SE-640, REFERNCE BALL (250MM KKH-250
STOCK |VMC ME110016 |M1050 Heidenhain iTNC620 |10000 30 tools arm type FULL ENCLOSURE GUARDING, AUTO. LUBRICATION SYSTEM, WORK LIGHT, 3-COLOR LAMP OF CYCLE FINISH, CHIP CONVEYOR

(CHAIN TYPE)
WASH DOWN DEVICE, CE WITH SAFETY MODULE, LOW VOLTAGE CIRCUIT SYSTEM, RIGID TAPPING, SPINDLE OIL COOLER

STOCK |vMC ME11002 M1600 Siemens 828D Basic (10000 24 SIMULTANEOUS RECORDING, RESIDUAL MATERIAL DETECTION, ETHERNET LICENSE, COOLANT GUN, OIL SKIMMER,
10,4" MEASURING CYCLES, CHIP BUCKET, SHOP MILL, 3D SIMULATION 1
STOCK |VvMC ME10002 M760 Fanuc 0iMF Plus 7.5/11KW / ATC: 24T RANDOM ARM (* FANUC 0iMF PLUS CONTROLLER WITH 10.4”LCD * ATC: 24T RANDOM ARM TYPE DIN#40 (PULL STUD: DIN69872-A IS
10000RPM TYPE DIN#40 EXCLUDED) * SPINDLE TAPER: #40 * DISTANCE BETWEEN NOSE & TABLE: 100-560MM * T-SLOT (W/PITCH/NO): 16 X 100 X 4
MM * CHIP CONVEYOR (CHAIN TYPE)
STOCK |vMC ME10021 M760 Siemens 828D 15" 9/12KW / 12000RPM 24 TOOLS / DIN#40 DISTANCE BETWEEN NOSE & TABLE: 100-560MM / T-SLOT (W/PITCH/NO): 16 X 100 X 4 MM / SPINDLE TAPER: #40 / ATC
Touch (IN-LINE) TOOLING: DIN#40 (PULL STUD: DIN69872-A IS EXCLUDED) ADDITIONAL ACCESSORIES: WASH DOWN DEVICE * SPINDLE OIL
COOLER * SHOP MILL * 3D SIMULATION 1 * NETWORK LICENSE * DETECTION OF RESIDUAL MATERIAL
STOCK |VMC 5X ME10017 V20/5 Siemens 828D 15" 11/16.5KW / 24 TOOL RANDOM ARM [TILTING AXIS A: +120/-30 DEGREE / ROTARY AXIS C: 360 DEGREE / SPINDLE TAPER: #40 / ATC TOOLING: BT40 (PULL STUD: JIS-
Touch 15000RPM (DIRECT- |TYPE B6339 IS EXCLUDED) / SPINDLE OIL COOLER FOR IN-LINE SPINDLE / / COOLANT THROUGH SPINDLE WITH HIGH PRESSURE PUMP
DRIVEN) 20 BAR (BUILT-IN TYPE)
STOCK |VMC AXILE[MEO07068 V5 Siemens 840D 15" 10.5/15.8KW 12000 |32T ARM TYPE BT-40 STANDARD FEATURE: ATC: 32T ARM TYPE BT-40 (PULL STUD : JIS-B6339 EXCLUDED) STANDARD ACCESSORIES: NO LINEAR
3x RPM ISO #40 SCALE/SMT FUNCTIONS-TPC/AAC/SVS ADDITIONAL ACCESSORIES: EMC
STOCK - |VMC AXILE [ME08022 V6 Heidenhain iTNC640 [30KW / 15000 RPM [-B2T HSK-A63 ARM SPINDLE TAPER: HSK-A63, 3 AXES LINEAR SCALE ADDITONAL ACCESSORIES = STAINLESS STEEL IN WORKING AREA, 24 MONTHS
3x (BUILT-IN) TYPE WARRANTY WITH HDH STARTING FROM MACHINE’S ARRIVAL AT ME, HEIDENHAIN SOFTWARE FUNCTION OPT.2, CHIP BUCKET,

AIR CONDITIONER

Microcut Europe Stock list
Page 1 of 1



